D Stainless Steel Motors

- IP69K Protection

- Class F Insulation

- Premium Efficiency

- Class B Temperature

- Double Lip Seals (Viton)

- CSA C/US & CE Certified

- Inverter Duty Rated (10: 1 CT & 20 : 1 VT)

- 208-230/460V or 575V 60Hz, 200/400V 50Hz

- Washdown Duty (High Temp Power Spray Washable)

- All 304 Stianless Steel Construction (Polished Surface)
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JD Stainless Steel Motor

TENV
JDSNV13-18-56C 113 1800 56C 208-230/460
JDSNV12-18-56C 172 1800 56C 208-230/460
JDSNV12-36-56C 1/2 3600 56C 208-230/460
JDSNV34-18-56C 3/4 1800 56C 208-230/460
JDSNV34-36-56C 3/4 3600 56C 208-230/460
JDSNV1-18-56C 1 1800 56C 208-230/460
JDSNV1-18-143TC 1 1800 143TC 208-230/460
JDSNV1-36-56C 1 3600 56C 208-230/460
JDSNV1-36-143C 1 3600 1437C 208-230/460
TEFC
JDESS13-18-56C 113 1800 56C 208-230/460
JDESS12-36-56C 12 3600 56C 208-230/460
JDESS12-18-56C 1/2 1800 56C 208-230/460
JDESS34-36-56C 3/4 3600 56C 208-230/460
JDESS34-18-56C 3/4 1800 56C 208-230/460
JDESS1-36-56C 1 3600 56C 208-230/460
JDESS1-36-143TC 1 3600 143TC 208-230/460
JDESS1-18-56C 1 1800 56C 208-230/460
JDESS1-18-143TC 1 1800 143TC 208-230/460
JDESS1.5-36-56C 1.5 3600 56C 208-230/460
JDESS1.5-36-145TC 1.5 3600 145TC 208-230/460
JDESS1.5-18-56C 1.5 1800 56C 208-230/460
JDESS1.5-18-145TC 1.5 1800 145TC 208-230/460
JDESS2-36-56C 2 3600 56C 208-230/460
JDESS2-36-145TC 2 3600 145TC 208-230/460
JDESS2-18-56C 2 1800 56C 208-230/460
JDESS2-18-145TC 2 1800 145TC 208-230/460
JDESS3-36-145TC 3 3600 145TC 208-230/460
JDESS3-36-182TC 3 3600 182TC 208-230/460
JDESS3-18-182TC 3 1800 182TC 208-230/460
JDESS5-36-184TC 5 3600 184TC 208-230/460
JDESS5-18-184TC 5] 1800 184TC 208-230/460
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